MODELS BRIGHTNESS
XJ-A257 3000
XJ-A252 3000
XJ-A247 2500
XJ-A242 2500
XJ-A147 2500
XJ1-A142 2500
XI-A142

Native Resolution

Native Aspect
Ratio

Brightness
Display Device
Contrast Ratio
Lens Type
Lens Offset
Light Source

Estimated Light
Source Life

Projection Screen
Size

Projection Range

XGA (1024 x 768) 786,432 pixels

2500 Lumens

0.55-inch DLP® chip

15 to 300-inch diagonal

Slim Line-up

RESOLATION ASPECT RATIO
WXGA (1280x800) 4:3
WXGA (1280x800) 4:3
WXGA (1280x800) 1610
WXGA (1280x800) 16:10

KGA (1024x768) 1610
KGA (1024x768) 16:10

lechnical Specs

SLIM

XJ-Al47 XI-A242 XJ-A247

WXGA (1200

4:3

2500 Lumens

1800 :1

2X Power Zoom & Focus

50%

Casio Laser & LED Hybrid

Up to 20,000 Hours

&0-inch screen S6-M2f
100-inch )
92184 ft
screen
Minimum 28ft
Throw Ratio 1.4-2.81

Keystone
Correction

Color
Reproduction

Power Source

Power
Consumption

155 watts- Eco
Mode "off"
Bright selected
5 watts Eco
Mode "Eco 1"
Selected

Operating

Standby

Vertical +30° (Auto) Vertical + or - 30

LENS TYPE
2X Power Zoom/Focus
2X Power Zoom/Focus
2% Power Zoom/Focus
2X Power Zoom/Focus
2% Power Zoom/Focus

2¥ Power Zoom/Focus

XI-A252

x 800)1,024,000 pixels
1610

3000 Lumens

0.65-inch DLP® chip

3%

18 to 300-inch diagonal

a6-92ft

79 -158ft

115-2.301

* (Manual)

Full color (16.77 million colors)

ACTI00-240V, 50/60Hz
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