Jltra Short Throw Line-up

MODELS BRIGHTNESS
XJ-UT3siw 3500
XJ-UT351WN 3500
XJ-UT3TMWN 3100

MNative Resolution

Mative Aspect Ratio
Brightness
Display Device
Contrast Ratio
Lens Type
Lens Offset
Light Source
Estimated Light Source Life
Projection Screen Size
Projection Range
60-inch screen
100-inch screen
Minimum
Throw Ratio
Keystone Correction
Color Reproduction
Power Source
Power Consumption
Operating

Standby

RESOLATION ASPECT RATIO
WXGA (1280 x B00) 16:10
WXGA (1280 x 800) 16:10
WXGA (1280 x B00) 16:10

lechnical Specs

LENS TYPE
Fixed/Manual Focus
Fixed/Manual Focus

Fixed/Manual Focus

XJ-UT35TWN

3500

0.4 ft
13ft

02t

225W

ULTRA SHORT THROW
XJ-UT3NWN XI-UTISIW
WXGA (1280 x 800)
1,024,000 pixels
16:10
3100 3500
0.65" DLP
200001
Fixed/Manual Focus
T0%
Casio Laser & LED Hybrid
Up to 20,000 hours
507 - 0" Diagonal
04 ft 0.4 ft
131t 13ft
0.2 02f
0.281
Vertical and Horizontal + or - 5* (Manual)
Full Color (1.07 billion colors)
AC100 240V, 50/60 Hz
195W
now

0.23W Remote off, 2.6W Remote On

125W



